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Where to put Aft Holding Tank??

Original installation: Vacuflushǘƻ hǾŜǊōƻŀǊŘ ƻǊ ǘƻ άƳŀƪŜ-it-ƭŜƎŀƭέ ф ƎŀƭΦ ōƭŀŘŘŜǊ ǳƴŘŜǊ ŀŦǘ Ŏŀōƛƴ ǎƻƭŜΦ



Aft Head 
on 
Brewer-44

Å Use space at back end of 
shower enclosure.

Å Cut into wall panel.
Å Build panel to hide 

installation. (Use 
WilsonArtά!ƭƳƻƴŘέ 
laminate.)



DometicSealandSailVac5200

Å 1 pint FW & 3 amps (1-2 minutes) per flush; $1800.



SailVac

Å Designed for Beneteau.
Å Tank under vacuum.
Å Vacuum Gen not in 

contact with waste.



Standard VacuflushOperation.

Å Similar to head on 
airliner.

ÅWaste vacuumed to 
generator, then 
pumped to holding 
tank. Holding tank 
vented.

Å Low volume per 
pump.

VacuFlushToilet

Vacuum Generator

Holding Tank



System Plumbing Schematic



Installation

AfterBefore

Å Loss of ~7 inches at forward bottom.
Å Loss of ~12 inches at top.

Note 
reference 
tape mark.



Completed Installation


